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AXipasteuriser  
(Human Baby Milk Pasteuriser)



HISTORY
Manufactured by GRE in the UK, in 
conjunction with Central Medical 
Supplies’ AXiFeed product line, 
AXipasteurisers benefit from a vast 
amount of experience and knowledge.  
With around 30 years of design 
evolution and hundreds of units built 
by our team of dedicated engineers 
and technicians, we believe that our 
pasteurisers are not only technically 
superior to similar products on the 
market, but that they offer greater 
reliability, productivity and  
operator comfort.

PERFORMANCE
AXipasteurisers are designed to meet the World 
Milk Banking and the NHS National Institute for 
Health & Clinical Excellence (NICE) guidelines, 
for the establishment and operation of human 
milk banks. These include ease of use for non-
technical staff and the ability to heat the milk to 
62.5°C ± 0.5°C for 32.5 minutes, then cool it to 
25°C within a 10-minute period with a resultant 
temperature of less than 4°C / 39.2°F in less than 
40 minutes.

The important final cooling stage is undertaken 
in the pasteuriser, which enables the bottles to 
be transferred direct to refrigeration, without 
the possibility of warm milk entering a clinical 
refrigerator.

AXipasteuriser  
(Human Baby Milk 
Pasteuriser)
High throughput, 
environmentally friendly - 
caring for your baby’s world 
today and tomorrow

SPECIFICATION AND 
REQUIREMENTS 
(AXipasteurisers are available in two 
sizes - SRC144 – High capacity / 
SRC72 – Medium capacity)
CAPACITY / BOTTLE COMPATIBILITY:

SRC144 - 72 x 200ml bottles (14.4 ltrs) 
Further bottle/basket sizes available.

SRC72 - 36 x 200ml bottles (7.2 ltrs) Further 
bottle/basket sizes available.

Designed to work with the fantastic AXiFeed 
‘anti-tamper’ bottle range from Central 
Medical Supplies.

ELECTRICAL REQUIREMENTS:

230V / 50Hz / 1ph (other voltage/frequency 
options available for worldwide use)

SITE WATER / DRAINAGE REQUIREMENTS:

Mains water supply for the pasteurisation 
bath.

Mains water, plus a drain connection or 
chilled water (via a site cooling loop) for heat 
rejection.

NETWORK CONNECTIVITY:

The SRC pasteuriser requires internet 
connectivity (hard-wired) for the retrieval of 
cycle data.

SIZE: 

SRC144:  1000mm (Width) x 900mm (Height) 
x 700mm (Depth)

SRC72:  700mm (Width) x 900mm (Height)  
x 700mm (Depth)

FEATURES
Adheres to the NHS National Institute 
for Health & Clinical Excellence (NICE) 
guidelines

Water cooled - no heat released into the 
operations room (no extra load on milk 
bank facility air conditioning)

Ultra-quiet operation

Easy to install and operate 

Advanced touch screen control interface, 
real-time data download & remote 
worldwide support

Optional bottle baskets for different 
bottle sizes (standard offers maximum 
pasteurisation volume)

Real-time datalogging facility, with 
automatic cycle status emailed to user on 
completion of each batch

Proven faster cycle time than market 
leader, including multiple, variable cycles

Timed pre-heat facility, so that the 
pasteuriser is ready at the start of the 
working day

Environmentally responsible refrigerants 
(low GWP)

Fully self-contained, portable machine 
with brakes and castors

Max. capacity 14.4 ltr per batch (using 
200ml AXiFeed bottles) – large SRC144 
pasteuriser

Fully automatic operation with a final 
milk temperature of less than 4°C, for 
immediate transfer to refrigeration

High ambient room temperature/location 
capability – with no effect on performance

Easy clean, all stainless-steel construction, 
with bath auto clean-down cycle

Superb backup from a specialist technical 
team with over 30 years of experience in 
Mother’s Milk pasteurisation equipment

Superior accuracy with bottle probe 
driven temperature reading
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